STANDARDS AUSTRALIA

RECONFIRMATION

OF

AS 3894.3—2002

Site testing of protective coatings

Method 3: Determination of dry film thickness

RECONFIRMATION NOTICE

Technical Committee CH-003 has reviewed the content of this publication and in accordance with Standards Australia procedures for reconfirmation, it has been determined that the publication is still valid and does not require change.

Certain documents referenced in the publication may have been amended since the original date of publication. Users are advised to ensure that they are using the latest versions of such documents as appropriate, unless advised otherwise in this Reconfirmation Notice.

Approved for reconfirmation in accordance with Standards Australia procedures for reconfirmation on 25 September 2013.

The following are represented on Technical Committee CH-003:

- Australasian Corrosion Association
- Australian Paint Approval Scheme
- Australian Paint Manufacturers’ Federation
- Australian Pipeline Industry Association
- Water Corporation Western Australia
PREFACE

This Standard was prepared by the Australian members of the Joint Standards Australia/Standards New Zealand Committee CH-003, Paints and Related Materials, to supersede AS/NZS 3894.3:1993. After consultation with stakeholders in both countries, Standards Australia and Standards New Zealand decided to develop this Standard as an Australian Standard rather than an Australian/New Zealand Standard.

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the application of the appendix to which they apply. A ‘normative’ appendix is an integral part of a Standard, whereas an ‘informative’ appendix is only for information and guidance.
CONTENTS

FOREWORD ....................................................................................................................... 3

SECTION 1 SCOPE AND GENERAL
1.1 SCOPE......................................................................................................................... 4
1.2 REFERENCED DOCUMENTS...................................................................................... 4
1.3 DEFINITIONS............................................................................................................... 4
1.4 TEST METHODS.......................................................................................................... 5
1.5 PRECAUTIONS.......................................................................................................... 5
1.6 INSPECTION PERIOD ............................................................................................... 6
1.7 INSPECTION PLANS................................................................................................. 6
1.8 INSPECTION OBJECTIVES .................................................................................... 10

SECTION 2 MAGNETIC INSTRUMENT METHOD—METHOD A
2.1 SCOPE....................................................................................................................... 11
2.2 PRINCIPLE ............................................................................................................... 11
2.3 APPARATUS ............................................................................................................ 11
2.4 PREPARATION OF TEST SURFACE ..................................................................... 11
2.5 PRECAUTIONS........................................................................................................ 12
2.6 PROCEDURE............................................................................................................ 12
2.7 REPORT.................................................................................................................... 13

SECTION 3 MAGNETIC INDUCTION AND EDDY CURRENT METHODS—METHOD B
3.1 SCOPE....................................................................................................................... 13
3.2 APPLICATION ......................................................................................................... 13
3.3 PRINCIPLE ............................................................................................................... 14
3.4 APPARATUS ............................................................................................................ 14
3.5 PREPARATION OF TEST SURFACE ..................................................................... 14
3.6 PRECAUTIONS........................................................................................................ 14
3.7 PROCEDURE............................................................................................................ 15
3.8 REPORT.................................................................................................................... 16

APPENDICES
A MICROGRAPHIC EXAMINATION OF CROSS-SECTIONS ................................. 17
B MICROSCOPIC MEASUREMENT OF PAINT FLAKES........................................ 20
C WET FILM THICKNESS BY COMB GAUGE .................................................. 22
D CALIBRATION OF MEASURING INSTRUMENTS .......................................... 27
E A SAMPLE REPORT FORM FOR DRY FILM THICKNESS TESTING .............. 30