Australian/New Zealand Standard™

On-site domestic wastewater treatment units

Part 1: Septic tanks
AS/NZS 1546.1:2008

This Joint Australian/New Zealand Standard was prepared by Joint Technical Committee WS-013, On-site Domestic Wastewater Management. It was approved on behalf of the Council of Standards Australia on 16 May 2008 and on behalf of the Council of Standards New Zealand on 18 April 2008. This Standard was published on 25 May 2008.

The following are represented on Committee WS-013:

- Association of Accredited Certification Bodies (Australia)
- Association of Rotational Moulders (Australasia)
- Auckland Regional Council
- Australian and New Zealand Clinical Waste Management Industry Group
- Australian Industry Group
- Australian Water Association, National On-site Systems Special Interest Group
- Business New Zealand
- Commerce Queensland
- Department of Conservation, New Zealand
- Department of Health and Community Services, Northern Territories
- Department of Health, South Australia
- Department of Health, Western Australia
- Department of Human, Services Victoria
- Department of Justice, Tasmania
- Engineers Australia
- Institute of Environmental Science and Research Ltd
- Institution of Professional Engineers New Zealand (IPENZ)
- Local Government New Zealand
- Master Plumbers and Mechanical Services Association of Australia
- Master Plumbers, Gasfitters and Drainlayers New Zealand Inc.
- Master Plumbers, New South Wales
- Ministry of Health, New Zealand
- National Precast Concrete Association of Australia
- New South Wales Health Department
- New Zealand Water and Wastes Association, Small Wastewater and Natural Systems Special Interest Group
- Queensland Department of Infrastructure and Planning
- Queensland Health
- Queensland University of Technology
- The University of Auckland
- Wastewater Practitioners’ Association, Queensland

Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and systems. To maintain their currency, all Standards are periodically reviewed, and new editions are published. Between editions, amendments may be issued. Standards may also be withdrawn. It is important that readers assure themselves they are using a current Standard, which should include any amendments which may have been published since the Standard was purchased.

Detailed information about joint Australian/New Zealand Standards can be found by visiting the Standards Web Shop at www.standards.com.au or Standards New Zealand web site at www.standards.co.nz and looking up the relevant Standard in the on-line catalogue. Alternatively, both organizations publish an annual printed Catalogue with full details of all current Standards. For more frequent listings or notification of revisions, amendments and withdrawals, Standards Australia and Standards New Zealand offer a number of update options. For information about these services, users should contact their respective national Standards organization.

We also welcome suggestions for improvement in our Standards, and especially encourage readers to notify us immediately of any apparent inaccuracies or ambiguities. Please address your comments to the Chief Executive of either Standards Australia or Standards New Zealand at the address shown on the back cover.

This Standard was issued in draft form for comment as DR 06927.
Australian/New Zealand Standard™

On-site domestic wastewater treatment units

Part 1: Septic tanks

COPYRIGHT

© Standards Australia/Standards New Zealand

All rights are reserved. No part of this work may be reproduced or copied in any form or by any means, electronic or mechanical, including photocopying, without the written permission of the publisher.

Jointly published by Standards Australia, GPO Box 476, Sydney, NSW 2001 and Standards New Zealand, Private Bag 2439, Wellington 6020

ISBN 1 8697 5074 8
FOREWORD

This Standard is one of a series that has been revised by the Joint Standards Australia/Standards New Zealand Committee WS-013 on On-site Domestic Wastewater Management. It supersedes AS/NZS 1546.1:1998 On-site domestic wastewater treatment units Part 1: Septic tanks. The other Standards that have been revised by the committee are:

AS/NZS 1547:2000 On-site domestic-wastewater management;
AS/NZS 1546.2:2001 On-site domestic-wastewater treatment units Part 2: Waterless composting toilets; and

There is a twofold objective in this Standard. The first is to provide a set of performance statements which define the requirements of a septic tank against which any septic tank may be assessed. The second is to provide manufacturers of septic tanks and associated fittings with basic manufacturing and test specifications. These will enable certification bodies to check that a product conforms to the Standard.

In this revision some changes have been made for the testing of plastic tank materials. There are separate tests for injection moulded tanks and rotationally moulded tanks. The tests are a normative requirement. There has also been detail offered for the estimation of sidewall loading on tanks.

It is the intention of the committee that the next revision of the Standard will include performance criteria and test methods for control of total suspended solids (TSS) in the effluent from the septic tank. The committee recommends a total suspended solids discharge level of less than or equal to 100 g/m$^3$ be met.
## CONTENTS

<table>
<thead>
<tr>
<th>Section</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>FOREWORD</td>
<td>2</td>
</tr>
<tr>
<td>1 GENERAL</td>
<td>5</td>
</tr>
<tr>
<td>1.1 Objective</td>
<td>5</td>
</tr>
<tr>
<td>1.2 Scope</td>
<td>5</td>
</tr>
<tr>
<td>1.3 Interpretation</td>
<td>6</td>
</tr>
<tr>
<td>1.4 Application</td>
<td>6</td>
</tr>
<tr>
<td>1.5 Legislation</td>
<td>7</td>
</tr>
<tr>
<td>1.6 Referenced documents</td>
<td>8</td>
</tr>
<tr>
<td>1.7 Definitions</td>
<td>11</td>
</tr>
<tr>
<td>1.8 Abbreviations</td>
<td>13</td>
</tr>
<tr>
<td>2 PERFORMANCE REQUIREMENTS AND PERFORMANCE CRITERIA</td>
<td>14</td>
</tr>
<tr>
<td>2.1 Scope</td>
<td>14</td>
</tr>
<tr>
<td>2.2 General</td>
<td>14</td>
</tr>
<tr>
<td>2.3 Performance requirements</td>
<td>14</td>
</tr>
<tr>
<td>2.4 Performance criteria</td>
<td>16</td>
</tr>
<tr>
<td>3 GENERAL REQUIREMENTS OF SEPTIC TANKS</td>
<td>21</td>
</tr>
<tr>
<td>3.1 Scope</td>
<td>21</td>
</tr>
<tr>
<td>3.2 Design</td>
<td>21</td>
</tr>
<tr>
<td>3.3 Inlet fittings and outlet fittings</td>
<td>23</td>
</tr>
<tr>
<td>3.4 Optional devices</td>
<td>24</td>
</tr>
<tr>
<td>3.5 Vents</td>
<td>25</td>
</tr>
<tr>
<td>3.6 Access and inspection openings and covers</td>
<td>26</td>
</tr>
<tr>
<td>3.7 Extensions</td>
<td>26</td>
</tr>
<tr>
<td>3.8 Holding tanks and pump wells</td>
<td>26</td>
</tr>
<tr>
<td>4 MARKING</td>
<td>29</td>
</tr>
<tr>
<td>4.1 Minimum information</td>
<td>29</td>
</tr>
<tr>
<td>4.2 Other components</td>
<td>29</td>
</tr>
<tr>
<td>4.3 Permanence and visibility</td>
<td>29</td>
</tr>
<tr>
<td>5 PRECAST CONCRETE STEEL-REINFORCED SEPTIC TANKS AND PRECAST STEEL-</td>
<td>30</td>
</tr>
<tr>
<td>FIBRE REINFORCED SEPTIC TANKS</td>
<td>30</td>
</tr>
<tr>
<td>5.1 Scope</td>
<td>30</td>
</tr>
<tr>
<td>5.2 Materials</td>
<td>30</td>
</tr>
<tr>
<td>5.3 Concrete</td>
<td>30</td>
</tr>
<tr>
<td>5.4 Manufacture</td>
<td>31</td>
</tr>
<tr>
<td>6 CAST-IN-SITU CONCRETE SEPTIC TANKS</td>
<td>35</td>
</tr>
<tr>
<td>6.1 Scope</td>
<td>35</td>
</tr>
<tr>
<td>6.2 Materials</td>
<td>35</td>
</tr>
<tr>
<td>6.3 Construction</td>
<td>35</td>
</tr>
<tr>
<td>7 REINFORCEMENT CEMENT MORTAR SEPTIC TANKS</td>
<td>36</td>
</tr>
<tr>
<td>7.1 Scope</td>
<td>36</td>
</tr>
<tr>
<td>7.2 Materials and manufacture</td>
<td>36</td>
</tr>
<tr>
<td>8 GLASS FIBRE-REINFORCED PLASTIC SEPTIC TANKS</td>
<td>37</td>
</tr>
<tr>
<td>8.1 Scope</td>
<td>37</td>
</tr>
<tr>
<td>8.2 Performance requirements</td>
<td>37</td>
</tr>
<tr>
<td>8.3 Design</td>
<td>37</td>
</tr>
<tr>
<td>8.4 Materials</td>
<td>38</td>
</tr>
<tr>
<td>8.5 Manufacture</td>
<td>39</td>
</tr>
<tr>
<td>8.6 Testing</td>
<td>40</td>
</tr>
</tbody>
</table>
9 PLASTIC SEPTIC TANKS ................................................................................................................ 42
  9.1 Scope ...................................................................................................................................... 42
  9.2 Performance requirements ..................................................................................................... 42
  9.3 Design ..................................................................................................................................... 42
  9.4 Materials ................................................................................................................................. 43
  9.5 Manufacture ............................................................................................................................ 43
  9.6 Testing .................................................................................................................................... 43

APPENDIX
A Demonstrating compliance with this Standard (Normative) .............................................................. 45
B Installation of septic tanks (Informative) ........................................................................................... 50
C Septic tank capacities (Informative) .................................................................................................. 52
D Outlet filters (Informative) ................................................................................................................ 53
E Test of manufacturer’s instructions for the installation of fittings in a sound and watertight manner (Normative) .......................................................................................................................... 55
F Determination of the resistance of a partition to a hydrostatic head (pumpout test) (Normative) ...... 56
G Determination of watertightness (Normative) ............................................................................... 57
H Determination of resistance to lateral load – Hydraulic test method (Normative) ......................... 60
J Determination of resistance to lateral load – Point load test method (Normative) ......................... 62
K Determination of resistance to top loading (Normative) .................................................................. 65
L Determination of the hardness of glass fibre-reinforced plastic composites (Normative) ............... 68
M Determination of the impact resistance of injection moulded septic tanks (Normative) ............... 69
N Low temperature impact test for rotationally moulded septic tanks (Normative) ....................... 71

TABLE
5.1 Concrete characteristics ................................................................................................................... 31
5.2 Methods for manufacture .............................................................................................................. 31
5.3 Minimum concrete thickness ........................................................................................................ 33
5.4 Minimum concrete cover ............................................................................................................. 33
5.5 Minimum quantity of steel reinforcement ..................................................................................... 34
A1 Type tests ......................................................................................................................................... 47
A2 Batch release tests .......................................................................................................................... 49
C1 Minimum septic tank operational capacities in litres..................................................................... 52
K1 Test loads ......................................................................................................................................... 65
N1 Minimum impact energy ................................................................................................................ 72

FIGURE
3.1 Typical arrangement of a septic tank ............................................................................................. 22
3.2 Typical PVC-U fittings .................................................................................................................. 27
3.3 Arrangement for precast concrete tanks with a ‘U’ section scum baffle (outlet only) ..................... 27
3.4 Typical installation arrangement of inlet and outlet fittings ......................................................... 28
3.5 Typical septic tank outlet filter positioning .................................................................................. 28
G1 Watertightness test arrangement for horizontal and vertical tank ................................................. 59
K1 Typical load testing set up ............................................................................................................. 67
N1 Typical dart drop impact test apparatus ....................................................................................... 73
1 GENERAL

1.1 Objective
The objective of this Standard is to specify performance requirements and performance criteria for septic tanks, to specify technical means of compliance and to provide test specifications that will enable septic tanks to be manufactured to comply with the performance requirements and performance criteria.

1.2 Scope

1.2.1 General
This Standard covers the manufacture of septic tanks and their associated fittings for the treatment of domestic wastewater only. This range of tanks typically is designed to cater for:

(a) All-waste (Blackwater and Greywater);
(b) Blackwater only;
(c) Greywater (with or without kitchen waste included) only; and
(d) Holding tanks (collection wells) and pump wells.

Septic tanks covered by this Standard are suitable for a flow of domestic wastewater of up to 14,000 litres per week.

C1.2.1
This flow limit represents a maximum daily flow of 2000 litres, being from up to 10 persons in a single residence, or an institutional or commercial facility which may have a varying 7-day or 5-day operation.

1.2.2 Structural design
This Standard provides guidance for consultants and designers of septic tank systems. Structural design provisions included in the document apply to conventional designs installed in standard situations. Specific structural design by a suitably qualified structural engineer, using appropriate design methodologies and relevant Standards, shall be carried out when any of the following conditions apply:

(a) Capacity of the tank exceeds 6000 L;
(b) Tank lid or wall is below ground level;
(c) The internal diameter of the cylindrical tank and the internal width or internal height of a rectangular tank is greater than 1800 mm;
(d) The internal length of a rectangular tank is greater than 2400 mm;
(e) Tank lid plan area is greater than 4.5 m².